NON-LATEX RESPIRATOR AND STRAPS
The non-latex straps don’t irritate or require prestretching. Available in 5 color coded sizes.

SOFT FOAM NOSE CUSHION
The molded nose bridge with soft foam nose cushion provides an easy comfortable fit. No metal noseband to adjust and seal is maintained without pressure points.

DURA-MESH® SHELL LASTS LONGER
The exclusive Dura-Mesh shell protects the filter media so it stays cleaner-looking longer. The shell also resists collapsing in hot, humid environments so the respirator holds its shape longer. The result is fewer respirators used and lower costs.

FEATURES
- Meets CDC guidelines for protection against TB.
- NIOSH certified to have a filter efficiency of 95% or greater against non-oil based particulates.
- Highest ASTM level of fluid resistance – 160 mm Hg.
- Bacterial filter efficiency >99.9%.
- Available in 5 color coded sizes.
- Non-Latex respirator and straps.
- Dura-Mesh shell resists collapsing in regular use and even under hot and humid conditions.
- Contour molded nosebridge for extra comfort.
- Soft foam nose cushion for an easy and comfortable fit.
- Softspun® inner lining is soft to the touch.
- Certified under 42CFR84.
- Meets heat and flame resistance in accordance with ANSI/ISEA 110-2009 Section 7.11.1.
- 100% PVC-Free for a greener alternative.

Available in 5 color coded sizes.

1510 N95 Extra Small
1511 N95 Small
1512 N95 Medium
1513 N95 Large
1517 N95 Low Profile Nose

POTENTIAL HEALTHCARE APPLICATIONS: Surgery, hospitals and healthcare facilities, nurse/hospice care, correctional facilities, police, fire and rescue teams, EMS/EMT, homeless shelters, occupational health facilities, school healthcare offices. Note: For areas with oils present, you must use an R or P respirator.
N95 HEALTHCARE AND SURGICAL MASK

PRODUCT CODE | VALVE | STRAP | DISPLAY | QUANTITY | QUANTITY
--------------|-------|-------|---------|----------|----------
1510 N95 XS   | None  | Non-Latex | 20/Box | 8 Boxes | 8 Boxes
1511 N95 S    | None  | Non-Latex | 20/Box | 8 Boxes | 8 Boxes
1512 N95 M    | None  | Non-Latex | 20/Box | 8 Boxes | 8 Boxes
1513 N95 L    | None  | Non-Latex | 20/Box | 8 Boxes | 8 Boxes
1517 N95 LP   | None  | Non-Latex | 20/Box | 8 Boxes | 8 Boxes

XS = Extra Small  S = Small  M = Medium  L/P = Low Profile

Moldex-Metric, Inc.
CULVER CITY, CALIFORNIA, U.S.A.
800/421-0668

N95 Particulate Filter (95% filter efficiency level) effective against particulate aerosols free of oil. Time use restrictions may apply.

1. Protection
2. Caution and Limitations
3. Restraint
4. Warning to User

WARNING TO USER
1. Non-latex straps are used in the headbands of these respirators. However, individuals highly sensitive to natural rubber latex may have an allergic reaction.
2. This product does not eliminate the risk of contracting any disease or infection.
3. Change immediately if the respirator comes in contact with blood or fluids, including body fluids.

DESCRIPTION
1. The Moldex Healthcare N95 Particulate Respirator and Surgical Mask is designed to help provide respiratory protection for the wearer. This product has been tested and certified by NIOSH as an N95 respirator and as having a filter efficiency level of 95% or greater against particulate aerosols free of oil. It is fluid resistant, disposable and may be worn in surgery or throughout the hospital.
2. This product contains no components made from natural rubber latex.

INTENDED USE
The various models of Moldex Type N95 Healthcare Particulate Respirators and Surgical Masks meet CDC Guidelines for TB Exposure Control within healthcare facilities. These devices are also intended to be worn by healthcare personnel during surgical procedures to protect both the patient and healthcare personnel from the transfer of microorganisms, body fluids and particulate material.

CONTRAINDICATIONS
1. Not for use with beards, or other facial hair that prevents direct contact between the face and sealing surface of the respirator.
2. Eyewear must not prevent direct contact between the face and sealing surface of the respirator.
3. Not to be used on children.
4. Tested in accordance with NIOSH 42 CFR 84
5. Passed ASTM F 1862 @ 160mm Hg

LIMITED WARRANTY IMPORTANT NOTICE TO PURCHASER
This limited warranty is made in lieu of the warranties of merchantability, fitness for particular purposes and all other warranties, express or implied. There are no other warranties which extend beyond the description on the face hereof. The physical standards and specifications of Moldex will be met by products sold, exclusive Remedies: damages for the breach of this limited warranty are limited to the replace-standards and specifications of Moldex will be met by products sold. Exclusive

MOLDEX TECHNICAL ASSISTANCE
For more information call +1 (800) 421-0668 or +1 (310) 837-6500 ext. 512/550 or E-mail: sales@moldex.com, tech@moldex.com or visit www.moldex.com.